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How to configure Pc Prox
Plus to read EM 4201

Please download PcProxConfig.exe application from the manufacturer’s website here.

After that disable keystrokes keyboards.

Select #1, SDK tab and mark the option Disable Keystrokes for SDK.
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Select #2, SDK tab and mark the option Disable Keystrokes for SDK.
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After that click Write Active.

File Connect Device Mavigation View Help
peProsFius
Configuration # (1 =] [EM 410: RDR-6E8x C | [ High priceity
Connect | ata format | Delmiters | Timing | 50K [ Extended|
Connection type
USE { Universal Serial Bus )
1@ Use USB ports
Serial: RS-232 and virtual COM ports
Ousecompers 1 [T teough 8 7]
Ethemat { Local [P 192, 168.1,103 )
Ot 0 5,0 B0 B, F Port 10000 2| [FindNextl? |
Device kst
['N. USE Fizsware:12.7.0 LUID:O/0x0000 - 0C27:3BFA RF IDeas U]
Model; ROR-8058 14K
Dutput test area
[7] Auta Getto [ fuste focus [ Auto cear
Card ID shawn here when Auto ID s dheded
Ready USE #01 LUID:0,/0:0000

To activate EM4102 support please select EM 410X: RDR- 6E8x Compatible option.
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File Connect Device Mavigation View Help
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After that click Write Active.
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The encoder is now configured to read UID from EM 4201 cards.
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